PACKAGING REQUIREMENTS

PR, MIPR, OR DOCUMENT NUMBER
FD2060-02-50051 PAGE10OF7

3.
into Section D for applicable item(s) as indicated below.

INSTRUCTIONS TO CONTRACTING OFFICER: Insert appropriate clause(s)

1. PACKAGING REQUIREMENTS: Block 1 shall atways be completed and further defined in Blocks 2, 3, or 4. The term "ltem D" refers to
line item number, item name, NSN/MMAC, part number, or any other way of identifying a particular item. MIL-STD-2073-1 represents
Military Preservation (PRES) and Packing (PACK). Military packing consists of levels A, B, and Minimum (M. ASTM D3951 could be
substituted by another document if specified in Block 2. Quantity Per Unit Pack (QUP) and Commercial Best Practice (CBP) are abbreviated.
The reverse side of this form has the European Union environmental requirements.

COMMERCIAL SPECIAL PACKAGING
QuP MIL-STD-2073-1 ATSM D3951 CBP INSTRUCTION
ITEM ID PRES PACK PRES PACK NUMBER
" X (AIB/M) X ) )
5865-01-418-6979EW 1 B
5895-01-041-8912 1 X B

AFMCFARS 5352.247-9005, SHIPPING CONTAINER MARKING. ITEM
NAME({s)OR NSN/MMAC

AFMCFARS 5352.247-9006, MARKING OF WARRANTED ITEMS.
ITEM NAME(s) OR NSN/MMAC

AFMCFARS 5352.247-9007, SPECIFICATION COMMERCIAL
PACKAGING (ASTM D3951). ITEM NAME(s) OR NSN/MMAC

AFMCFARS 5352.247-9008, CONTRACTOR COMMERCIAL
PACKAGING (Commercial Best Practice). ITEM NAME(s) OR NSN/MMAC

AFMCFARS 5352.247-9009, MILITARY PACKAGING AND MARKING.
ITEM NAME(s) OR NSN/MMAC

2. ADDITIONAL PACKAGING AND CONTAINER MARKING REQUIREMENTS (Specify all revisions and dates of required specifications,

As this is a repair contract, see para 4.8 of MIL-STD-2073-1D for packaging of excess

AFMCFARS 5352.247-9010, ENGINEERED OR SPECIALIZED
CONTAINERS (CDRS). ITEM NAME(s) OR NSN/MMAC

government property. See attached continuation sheet.

AFMCFARS 5352.247-9011, PACKAGING AND MARKING OF
HAZARDOUS MATERIAL. ITEM NAME(s) OR NSN/MMAC

AFMCFARS 5352.247-9012, PACKAGING FOR INSPECTION AND
ACCEPTANCE AT DESTINATION. ITEM NAME(s) OR NSN/MMAC

AFMCFARS 5352.247-9013, PACKAGING DATA (Coded and/or Special
Packaging Instructionsj. 'TEM NAME(s) OR NSN/MMAC

4. CODED DATA: Coded requirements shali be interpreted in accordance with MIL-STD-2073-1.

QUANTITY PRES | C | PRES | WRAP| CUSH b

QuUP ica METH| D | MTL | MTL [ DUNN

UNIT [ INT
CONT| CON

MKG

ITEM
5865-01-418-6979EW

olol1l0lololG[X[1]0]0

X|X|X|X|X|N|R|O[O|B'3

SPEC |UNIT PACK WEIGHT

10

91010101618010/830/0]813/0/112/510]0/010]4]9/8[M

UNIT PACK SIZE UNIT PACK CUBE

DEPTH

— 0O

LENGTH

WIDTH |10 10| WHOLE CUBE| 1000TH

&

| B

ORGANIZATION PACKAGING SPECIALIST (Typgff Name/Signatur,

WR-ALC/LGMTP/63892 JIMMY DEVANE

DATE

20021009

AFMC FORM 158, 20020102 (EF-V1)

/ PV/IOUS EDITION IS OBSOLETE

SEE REVERSE SIDE



PACKAGING REQUIREMENTS

PR, MIPR, OR DOCUMENT NUMBER
FD2060-02-50051 PAGE 2 OF 7

3. INSTRUCTIONS TO CONTRACTING OFFICER: Insert appropriate clause(s)
into Section D for applicable item(s) as indicated below.

7. PACKAGING REQUIREMENTS: Block 1 shall always be com
line item number, item name, NSN/MMAC, part number, or a
Military Preservation (PRES) and Packing (PACK). Military pac

substituted by another document if specified in Block 2. Quantity Per Unit Pack (QUP) and Commercial

pleted and further defined in Blocks 2,3, or 4. The term "ltem ID" refers to
ny other way of identifying a particular item. MIL-STD-2073-1 represents
king consists of levels A, B, and Minimum {M). ASTM D3951 could be
| Best Practice (CBP) are abbreviated.

The reverse side of this form has the European Union environmental requirements.

COMMERCIAL SPECIAL PACKAGING
Qup MIL-STD-2073-1 ATSM D3951 cepP INSTRUCTION
ITEM ID PRES PACK PRES PACK NUMBER
) X ABM (X 0 )
5895-01-088-5739HX 1 X B

AFMCFARS 5352.247-9005, SHIPPING CONTAINER MARKING. ITEM
NAME(s)OR NSN/MMAC

AFMCFARS 5352.247-9006, MARKING OF WARRANTED ITEMS.
ITEM NAME(s) OR NSN/MMAC

AFMCFARS 5352.247-9007, SPECIFICATION COMMERCIAL
PACKAGING (ASTM D3951). ITEM NAME(s) OR NSN/MMAC

AFMCFARS 5352.247-8008, CONTRACTOR COMMERCIAL
PACKAGING (Commercial Best Practice). ITTEM NAME(s) OR NSN/MMAC

AFMCFARS 5352.247-9009, MILITARY PACKAGING AND MARKING.
ITEM NAME(s) OR NSN/MMAC

2. ADDITIONAL PACKAGING AND CONTAINER MARKING REQUIREMENTS (Specify all revisions and dates of required specifications,
PAGE ONE APPLIES.

AFMCFARS 5352.247-9010, ENGINEERED OR SPECIALIZED
CONTAINERS (CDRS). ITEM NAME(s) OR NSN/MMAC

AFMCFARS 5352.247-9011, PACKAGING AND MARKING OF
HAZARDOUS MATERIAL. ITEM NAME(s) OR NSN/MMAC

AEMCFARS 5352.247-9012, PACKAGING FOR INSPECTION AND
ACCEPTANCE AT DESTINATION. ITEM NAME(s) OR NSN/MMAC .

AFMCFARS 5352.247-9013, PACKAGING DATA (Coded and/or Special
Packaging Instructions). \TEM NAME(s) OR NSN/MMAC

|74. CODED DATA: Coded requirements shall be interpreted in accordance with MIL-STD-2073-1.

QUANTITY PRES
Qup ica {METH

C | PRES | WRAP| CUSH
D | MTL | MTL | DUNN

UNIT | INT
CONT| CON

MKG

Iroc

ITEM
5895-01-088-5739HX

0

ol1lololo]3]3

SPEC | UNIT PACK WEIGHT‘

0Tol0l0lo]ol2l0l015]3/0]01313]0l012]3

UNIT PACK SIZE
WIDTH

UNIT PACK CUBE
WHOLE CUBE| 1000TH

DEPTH

e iel

LENGTH | 19 10 10
L

olojololol2]3

o

ORGANIZATION PACKAGING SPECIALIST (Typed Name/Sign

WR-ALC/LGMTP/63892
AFMC FORM 158, 20020102 (EF-V1)

JIMMY DEVANE

DATE

20021009

REVIOUS EDITION IS OBSOLETE

SEE REVERSE SIDE



PACKAGING REQUIREMENTS

PR, MIPR, OR DOCUMENT NUMBER
FD2060-02-50051 PAGE3 OF7

3. INSTRUCTIONS TO CONTRACTING OFFICER: Insert appropriate clause(s)
into Section D for appiicable item(s) as indicated below.

1T PACKAGING REQUIREMENTS: Block 1 shall always be completed and further defined in Blocks 2, 3, or 4. The term "ltem ID" refers to
line item number, item name, NSN/MMAC, part number, or any other way of identifying a particular item. MIL-STD-2073-1 represents
Military Preservation (PRES) and Packing {PACK). Military packing consists of levels A, B, and Minimum (M). ASTM D3951 could be
substituted by another document if specified in Block 2. Quantity Per Unit Pack (QUP) and Commercial Best Practice (CBP) are abbreviated.
The reverse side of this form has the European Union environmental requirements.

COMMERCIAL SPECIAL PACKAGING
QupP MIL-STD-2073-1 ATSM D3951 cep INSTRUCTION
ITEM ID PRES PACK PRES PACK NUMBER
# X) (A/B/M) (X) (X) X}
5895-01-304-7591 1 X B
5963-01-302-4205EW 1 X B o
5998-01-302-1327EW 1 X B

AFMCFARS 5352.247-9005, SHIPPING CONTAINER MARKING. ITEM
NAME(s)OR NSN/MMAC

AFMCFARS 5352.247-9006, MARKING OF WARRANTED ITEMS.
ITEM NAME(s) OR NSN/MMAC

AFMCFARS 5352.247-9007, SPECIFICATION COMMERCIAL
PACKAGING (ASTM D3951). ITEM NAME(s) OR NSN/MMAC

AFMCFARS 5352.247-9008, CONTRACTOR COMMERCIAL
PACKAGING (Commercial Best Practice). ITEM NAME(s} OR NSN/MMAC

AFMCFARS 5352.247-9009, MILITARY PACKAGING AND MARKING.
ITEM NAME(s) OR NSN/MMAC

2. ADDITIONAL PACKAGING AND CONTAINER MARKING REQUIREMENTS (Specify all revisions and dates of required specifications,
PAGE ONE APPLIES.

AFMCFARS §352.247-9010, ENGINEERED OR SPECIALIZED
CONTAINERS (CDRS). ITEM NAME(s) OR NSN/MMAC

AFMCFARS 5352.247-9011, PACKAGING AND MARKING OF
HAZARDOUS MATERIAL. ITEM NAME(s} OR NSN/MMAC

AFMCFARS 5352.247-9012, PACKAGING FQR INSPECTION AND
ACCEPTANCE AT DESTINATION. ITEM NAME(s) OR NSN/MMAC

AFMCFARS 5352.247-9013, PACKAGING DATA (Coded and/or Special
Packaging Instructions). \'TEM NAME(s) OR NSN/MMAC

4. CODED DATA: Coded requirements shall be interpreted in accordance with MIL-STD-2073-1.

£

ITEM

> QUANTITY PRES | ¢ | PRES | WRAP| CUSH uNiT | INT lé SPEC | UNIT PACK WEIGHT UNIT PACK SIZE * UNIT PACK CUBE g
Qup jca |METH| D | MTL | MTL | DUNN CONT| CON | /" | MKG 10| LENGTH | 10| WIDTH |10] DEPTH |49] WHOLE CUBE| 1000TH | |

5895-01-241-7626EW oo iToTolo 3 3 1100 XX/ X|XIXN|s|0l0BI1]7]0l0l0[0l6/0]06]31010i5!3l0]0l4l0l0lofololol7]7IM
S963.01302-4205EW  ToTol1Tololola[x[1Tol0[X[XIX/X|x|N[s[olo[B]39 0lolol1]ololo]6[3[0fol[5]3]olo[3]o[ol0l0]0l0]5|7|M
5095.01302-137EW _Tolol1lolololG x[1]0l0 X XIX|X|x|N[s[oolB[3l9]0lo[o[2]3[0olt]2]5[0l0o[8[3[0l0[4]0[0l0l0]0|2[4][0|M

ORGANIZATION PACKAGING SPECIALIST (7} Name/Signature)

WR-ALC/LGMTP/63892 JIMMY DEVANE

DATE ‘

20021009

AFMC FORM 158, 20020102 (EF-V1) EVIOUS EDITION IS OBSOLETE

SEE REVERSE SIDE



PACKAGING REQUIREMENTS

PR, MIPR, OR DOCUMENT NUMBER _ 3. INSTRUCTIONS TO CONTRACTING OFFICER: Insert appropriate clause(s)
FD2060-02-50051 PAGE 4 OF.7

into Section D for applicable item(s) as indicated below.
1. PACKAGING REQUIREMENTS: Block 1 shall always be completed and further defined in Blocks 2, 3, or 4. The term "Item ID" refers to

AEMCFARS 5352.247-9005, SHIPPING CONTAINER MARKING. ITEM
line item number, item name, NSN/MMAC, part number, or any other way of identifying a particular item. MIL-STD-2073-1 represents NAME(s)OR NSN/MMAC
Military Preservation (PRES) and Packing (PACK). Military packing consists of levels A, B, and Minimum (M). ASTM D3951 could be

substituted by another document if specified in Block 2. Quantity Per Unit Pack (QUP) and Commercial Best Practice (CBP) are abbreviated.
The reverse side of this form has the European Union environmental requirements.

AFMCFARS 5352.247-3006, MARKING OF WARRANTED ITEMS.

COMMERCIAL SPECIAL PACKAGING ITEM NAME(s) OR NSN/MMAC
QUP  MIL-STD-2073-1 ATSM D3951 cBP INSTRUCTION AFMCFARS 5352.247-0007, SPECIFICATION COMMERCIAL
ITEM ID PRES PACK PRES PACK NUMBER PACKAGING (ASTM D3951). ITEM NAME(s} OR NSN/MMAC ______
I x) (A/B/M) (X x) x)
| 5998-01-302-1329EW 1 X B
AFMCEARS 5352.247-9008, CONTRACTOR COMMERCIAL
i icel. N
15821-01-035-0464EW 1 X B PACKAGING (Commercial Best Practice). ITEM NAME(s) OR NSN/MMAC
3¢ | AFMCFARS 6352.247-9009, MILITARY PACKAGING AND MARKING.
M ITEM NAME(s) OR NSN/MMAC
] 5895-01-180-7463EK ! B AFMCFARS 5352.247-9010, ENGINEERED OR SPECIALIZED
5895-01-180-9218IS 1 X B CONTAINERS (CDRS). ITEM NAME(s) OR NSN/MMAC

2 ADDITIONAL PACKAGING AND CONTAINER MARKING REQUIREMENTS (Specify all revisions and dates of required specifications,
PAGE ONE APPLIES.

AFMCFARS 5352.247-9011, PACKAGING AND MARKING OF
HAZARDOUS MATERIAL. ITEM NAME(s) OR NSN/MMAC

AFMCFARS 5352.247-9012, PACKAGING FOR INSPECTION AND
ACCEPTANCE AT DESTINATION. ITEM NAME(s) OR NSN/MMAC

AFMCFARS 5352.247-9013, PACKAGING DATA (Coded and/or Special
: Packaging Instructions). \'TEM NAME(s) OR NSN/MMAC

4. CODED DATA: Coded requirements shall bé interpreted in accordance with MIL-STD-2073-1.

QUANTITY PRES | C | PRES | WRAP| CUSH UNIT | INT
QuP 1cQ | METH|D | MTL | MTL |DUNN CONT| CON

SPEC | UNIT PACK WEIGHT UNIT PACK SIZE

UNIT PACK CUBE
MKG 10| LENGTH | 10| WIDTH |4

WHOLE CUBE| 1000TH

rOoc

ITEM Ll
5998-01-302-1329EW IO ol1lolololeix|1l0|0X{X|X|X|X|N|S|O|O|B

0
P
DEPTH i

3191010/0]1]71010]9]310]0161300]4l0l0[0]0]0]1|3]5M

I

5821.01-035-0464EW ___Jolol1]0l0l013 3] 1lolo[x[X]XIX]x[N[s]olo[B[1]7]0[0]0] 1]al0lolel3l0lol5[3lolol4 ololofoTolo[7]71M
- R o [ — ,_‘

ORGANIZATION

PACKAGING SPECIALIST (Typed Name/Signatur

DATE

WR-ALC/LGMTP/63892 JIMMY DEVANE
AFMC FORM 158, 20020102 (EF-V1)

20021009
SEE REVERSE SIDE

10US EDITION 1S OBSOLETE



PACKAGING REQUIREMENTS

PR, MIPR, OR DOCUMENT NUMBER
FD2060-02-50051 PAGES5OF7

3. INSTRUCTIONS TO CONTRACTING OFFICER: Insert appropriate clause(s)
into Section D for appiicable item(s) as indicated below.

1. PACKAGING REQUIREMENTS: Block 1 shall always be completed and further defined in Biocks 2, 3, or 4. The term "Item ID" refers to
line item number, item name, NSN/MMAC, part number, or any other way of identifying a particular item. MIL-STD-2073-1 represents
Military Preservation (PRES) and Packing (PACK). Military packing consists of levels A, B, and Minimum (M). ASTM D3951 could be
substituted by another document if specified in Block 2. Quantity Per Unit Pack (QUP) and Commercial Best Practice (CBP) are abbreviated.
The reverse side of this form has the European Union environmental requirements.

COMMERCIAL SPECIAL PACKAGING
QuP MIL-STD-2073-1 ATSM D3951 CBP INSTRUCTION
ITEM ID PRES PACK PRES PACK NUMBER
(# x) (A/B/M) (X) (x) (X}
5895-01-184-3654EK 1 X B
5895-01-211-8074EW 1 X B

AFMCFARS 5352.247-9005, SHIPPING CONTAINER MARKING. ITEM
NAME({s)OR NSN/MMAC

AFMCFARS 5352.247-9006, MARKING OF WARRANTED ITEMS.
ITEM NAME(s) OR NSN/MMAC

AFMCFARS 6352.247-9007, SPECIFICATION COMMERCIAL
PACKAGING (ASTM D3851). ITEM NAME(s) OR NSN/MMAC

AFMCFARS 5352.247-3008, CONTRACTOR COMMERCIAL
PACKAGING (Commercial Best Practice). ITEM NAME(s) OR NSN/MMAC

AFMCFARS 53652.247-9009, MILITARY PACKAGING AND MARKING.
ITEM NAME(s) OR NSN/MMAC

2. ADDITIONAL PACKAGING AND CONTAINER MARKING REQUIREMENTS (Specify all revisions and dates of required specifications,
PAGE ONE APPLIES.

AFMCFARS 5362.247-9010, ENGINEERED OR SPECIALIZED
CONTAINERS (CDRS). ITEM NAME(s) OR NSN/MMAC

AFMCFARS 5352.247-9011, PACKAGING AND MARKING OF
HAZARDOUS MATERIAL. ITEM NAME(s) OR NSN/MMAC

AFMCFARS 5352.247-9012, PACKAGING FOR INSPECTION AND
ACCEPTANCE AT DESTINATION. ITEM NAME(s) OR NSN/MMAC

AFMCFARS 5352.247-9013, PACKAGING DATA (Coded and/or Special
Packaging Instructions). 'TEM NAME(s) OR NSN/MMAC

4. CODED DATA: Coded requirements shall be interpreted in accordance with MIL-STD-2073-1.

QUANTITY PRES | C | PRES | WRAP CUSH

ITEM
5895-01-211-8074EW

SPEC | UNIT PACK WEIGHT

UNIT PACK SIZE UNIT PACK CUBE 0

WHOLE CUBE} 1000TH

—~—

ORGANIZATION PACKAGING SPECIALIST (Typed Name/Signatuy

WR-ALC/LGMTP/63892

JIMMY DEVANE

DATE

20021009

AFMC FORM 158, 20020102 (EF-V1)

/ ?\/TOUS EDITION IS OBSOLETE

SEE REVERSE SIDE



R

PACKAGING REQUIREMENTS

PR, MIPR, OR DOCUMENT NUMBER
FD2060-02-50051 PAGE 6 OF 7

3. INSTRUCTIONS TO CONTRACTING OFFICER: Insert appropriate clause(s)
into Section D for applicable item(s) as indicated below.

1. PACKAGING REQUIREMENTS: Block 1 shall always be completed and further defined in Blocks 2, 3, or 4. The term "ltem ID" refers to
line item number, item name, NSN/MMAC, part number, or any other way of identifying a particular item. MIL-STD-2073-1 represents
Military Preservation (PRES) and Packing (PACK). Military packing consists of levels A, B, and Minimum (M). ASTM D3951 could be

substituted by another document if specified in Block 2. Quantity Per Unit Pack {QUP) and Commercial Best Practice (CBP) are abbreviated.
The reverse side of this form has the European Union environmental requirements.

COMMERCIAL SPECIAL PACKAGING
QuUP MIL-STD-2073-1 ATSM D3951 CcBP INSTRUCTION
{TEM ID PRES PACK PRES PACK NUMBER
14 {X) (A/B/M) {X) (X} (X)
5895-01-446-7839EW 1 B 01-410-8359 DTD 95125
5085-01-195-0990EW 1 X B

AFMCFARS 5362.247-9005, SHIPPING CONTAINER MARKING. ITEM
NAME(s)OR NSN/MMAC

AFMCFARS 5352.247-9006, MARKING OF WARRANTED ITEMS.
ITEM NAME(s) OR NSN/MMAC

AFMCFARS 5352.247-9007, SPECIFICATION COMMERCIAL
PACKAGING (ASTM D3951). ITEM NAME(s) OR NSN/MMAC

AFMCFARS 5352.247-9008, CONTRACTOR COMMERCIAL
PACKAGING (Commercial Best Practice). ITEM NAME(s) OR NSN/MMAC

AFMCFARS 5352.247-3009, MILITARY PACKAGING AND MARKING.
ITEM NAME(s}) OR NSN/MMAC

AFMCFARS 5352.247-9010, ENGINEERED OR SPECIALIZED
CONTAINERS (CDRS). ITEM NAME(s} OR NSN/MMAC

2. ADDITIONAL PACKAGING AND CONTAINER MARKING REQUIREMENTS (Specify all revisions and dates of required specifications,
PAGE ONE APPLIES.

AFMCFARS 5352.247-9011, PACKAGING AND MARKING OF
HAZARDOUS MATERIAL. ITEM NAME(s) OR NSN/MMAC

AFMCFARS 5352.247-9012, PACKAGING FOR INSPECTION AND

ACCEPTANCE AT DESTINATION. ITEM NAME(s) OR NSN/MMAC

AFMCFARS 5352.247-8013, PACKAGING DATA {(Coded and/or Special

Packaging Instructions). ITEM NAME(s}) OR NSN/MMAC

4. CODED DATA: Coded requirements shall be interpreted in accordance with MIL-STD-2073-1.

QUANTITY PRES | C | PRES | WRAP| CUSH UNIT PACK SIZE UNIT PACK CUBE g
WHOLE CUBE| 1000TH |
ITEM )
5985-01-195-0990EW o[of1]ololols]1l1]o]o|x|x|x|x|x|NIR|0|0|B|1]9]0T0l2T5]0T01T4(5l0]1]14l5]0[1]61510l0l0l2]0l07 ™
ORGANIZATION PACKAGING SPECIALIST DATE
WR-ALC/LGMTP/63892 JIMMY DEVANE 7 . 20021009

AFMC FORM 158, 20020102 (EF-V1)

REVIOUS EDITION IS OBSOLETE

SEE REVERSE SIDE



1.
1.2
e

SPECTAL PACKAGING INSTRUCTIONS | o ot iecsnes
— N | - —On5
D S 01-410-8359
SHEET 1 0OF ¢
PART OR DRAWING NO. [NATIONAL STOCK NO.|CURRENT
REV ILL 7. GRABOWSKI
001-0016977-016 S5865-01-410-8359 EW CHK . MORGAN
ITEM NOMENCLATURE ORIGINAL| ENG  p scOoTT
CONTROL-OSCILLATOR 95125
PRESERVATIUN PACKING AS SPECIFIED BELDOW AND BILL OF MATERTAL
LEVEL A METHOD 11-B LEVEL TPEC STYLE TYPE CL VAR GRAIDE
LEVEL B METHOD 1I1-B A PPP-B-601 A 0/S  C(UNNAILED) A
LEVEL © OMIT P/N'S 6 & 7 B PPP-B-£01 A DM (CLOSURE> R
C SAME AS LEVEL B
1co
QUP 1 LEVEL A LEVEL B LEVEL C
CLEANING IAW MIL-P-116 GROS: CU FT 9. 78 9. 78 9. 78
DRY ING [AW MIL-P-116 GROSS WT LBS 185 185 185
PRESERVATIVE N/A DESIGN FRAG. G’ S45 45 45
MARK ING IAW MIL-STD-129 LENGTH WIDTH DEPTH
SPECIAL MARKING: CNTNR 1. D. 32 15 3/8 22 3/4
A SPI NO 01-410-8359 CNTNR O. D. 34 1/4 17 5/8 28
B) REUSABLE CONTAINER ITEM DIM 23 1/4 8 1/4 14 1/4
DO NOT DESTROY ITEM WT LBS 150
C> METHOD I1 MARKINGS REQUIRED
NOTES, D) CLASSIFIED ITEM MARKINGS REQUIRED

EXTERIOR CONTAINFR CLOSURE, SEALING AND REINFORCEMENT SHALL BE IAW PPP-B-601, PARA

. 9.
INTERIOR CONTAINER CLOSURE, SEALING AND REINFORCEMENT SHALL BE IAW ASTM D 1974,

TAPE SHALL BE USED IN LIEU OF ADHESIVE OR STAPLES.
3. REPAIRABLES SHALL BF PACKAGED AS SHOWN HEREON. LEVEL C/C SHALL APPLY
4 MARK P/N'S 2 & 3 WITH SPI NUMBER. USE METHODS AND MATERIALS PRESCRIBED IN MIL-STD-
129/130
5. ARROW INDICATES FLUTE DIRECTION ON P/N 4,
6. USE ADHESIVE P/N 13 TO LAMINATE P/N 4 7O P/N 3 AS SHOWN.
7 USE P/N 12 TO TAPE DESICCANT DOUTSIDE WRAP, IN vOID BEFORE APPLYING BARRIER BAG.
8. PLYWDOD USED IN CONSTRUCTION 0OF EXTERIOR CONTAINER SHALL CONFORM TO PS 1-83,
STANDARD INTERIOR WITH EXTERIOR GLUE, GRADE C/D
9, FILLER AND THROUGH EDGE CLEATS FOR UNDERSIDE 0OF TOP PANEL SHALL BE 1 X 2 (NOM
LUMBER,
10, SPECIFICATION ORDERING DATA NDT SPECIFIED (STYLE, TYPE, CLASS, GRADE, ETC. > SHALL
BE THE PACKER’S DOPTION.
14 4 |SKIDS 2 X 4 (NOMY X 17 S/8 MIL-STD-731
13 | A/D |ADHESIVE LAMINATION MMM-A—-250 <6>
12 | A/R [TAPE CONTAINER RE INFORCEMENT ASTM D 5330, TY. IV <7>
11 | A/R |[TAPE CONTAINER CLOSURE & SEALING ASTM D 5486, TY. L, CL. 1 %
10 | 2 |CUSHIONING TDP & |26 X 15 3/8 X 3 MIL-P-26514, TY. 1,CL. 2,GR. C, DEN__ |9
BOTTOM 2.0 _PCF
9 2 |CUSHIONING SIDES P6 X 16 374 X 3 MIL-P-26514, TY. I,CL. 2, GR._C, DEN %
2.0 PCF '
8 2 |CUSHIONING ENDS 15 3/8 X 22 3/4 X 3 MIL-P-P6514, TY. I, CL. 2, GR. C, DEN
2.0 PCE =
7 | 1 IBARRIER BAG 30 X_49 MIL-B-117,7TY. I,CL. E,STY. | |
6 180 |UNITS DESICCANT MIL-D-3464, TY. 11 <7> iy
S | A/R |[ITEM WRAP L-P-378, 1Y. 1,CL. 1,GR. A, FIN. 1 o
4 | 1 |FRONT BLOCK 8 3/8 X 2 7/8 X _1W ASTM D 4727, CF, DOM <5><6> ©
3| 1 !BOTTOM PAD 25 X 8 3/8 X 1M ASTM D 4727, CF, DOM <4><6> “
2 | 1 |INTERIOR CONTAINER[2S X 8 3/8 x 15 1. D. ASTM D 5118/D S5118M, RSC, CF, DV D
DOM, GR. 600 _<2><4>
1 | _JEXTERIOR CONTAINER SEE_PACKING <1><8>
partl oty |[NOMENCLATURE OR - \
2 S C
LE? WDDL DESCRIPTION SIT/E MATERTAL SPECIFICATION
DD, g 2169 MOD COMPUTER GENERATED




SPECTAL PACKAGING INSTRUCTION

o

S

|

CODE CEIONO CTPD

98752 01-410-8359

ITEM NOMENCLATURE
CONTROL-DOSCILLATOR

;SHEET e ooF

DD, & 2169c MOD

COMPUTER GENERATED

N qu

eSEe-01p-10

L



PACKAGING REQUIREMENTS

PR, MIPR, OR DOCUMENT NUMBER
FD2060-02-50051 PAGE 7 OF 7

3.
into Section D for applicable item(s) as indicated below.

INSTRUCTIONS TO CONTRACTING OFFICER: Insert appropriate clause(s)

1. PACKAGING REQUIREMENTS: Biock 1 shall always be completed and further defined in Blocks 2, 3, or 4. The term "ltem ID" refers to
line item number, item name, NSN/MMAC, part number, or any other way of identifying a particular item. MIL-STD-2073-1 represents
Military Preservation (PRES} and Packing (PACK). Military packing consists of levels A, B, and Minimum (M). ASTM D3951 could be
substituted by another document if specified in Block 2. Quantity Per Unit Pack (QUP) and Commercial Best Practice {CBP) are abbreviated.
The reverse side of this form has the European Union environmental requirements.

COMMERCIAL SPECIAL PACKAGING
Qup MIL-STD-2073-1 ATSM D3851 CBP INSTRUCTION
ITEM ID PRES PACK PRES PACK NUMBER

# {X) {A/B/M) {X) (X} {X)
5985-01-199-0846EW 1 X B
5996-01-345-1134EW 1 B 01-345-1134 REV A DTD 96226
5998-01-302-1327EW 1 X B
6130-01-399-686 1EW 1 X B

AFMCFARS 5352.247-9005, SHIPPING CONTAINER MARKING. ITEM
NAME(s)OR NSN/MMAC

AFMCFARS 5352.247-3006, MARKING OF WARRANTED ITEMS.
ITEM NAME(s) OR NSN/MMAC

AFMCFARS 5352.247-9007, SPECIFICATION COMMERCIAL
PACKAGING (ASTM D3951). ITEM NAME(s) OR NSN/MMAC

AFMCFARS 5352.247-9008, CONTRACTOR COMMERCIAL
PACKAGING (Commercial Best Practice). \TEM NAME(s) OR NSN/MMAC

AFMCFARS 5352.247-3009, MILITARY PACKAGING AND MARKING.
ITEM NAME(s} OR NSN/MMAC

2. ADDITIONAL PACKAGING AND CONTAINER MARKING REQUIREMENTS (Specify all revisions and dates of required specifications,
PAGE ONE APPLIES.

AFMCFARS 5352.247-3010, ENGINEERED OR SPECIALIZED
CONTAINERS (CDRS). ITEM NAME(s) OR NSN/MMAC

AFMCFARS 5352.247-9011, PACKAGING AND MARKING OF
HAZARDOUS MATERIAL. ITEM NAME(s) OR NSN/MMAC

AFMCFARS 5352.247-9012, PACKAGING FOR INSPECTION AND
ACCEPTANCE AT DESTINATION. ITEM NAME(s) OR NSN/MMAC

AFMCFARS 5352.247-9013, PACKAGING DATA (Coded and/or Special
Packaging Instructions). ITEM NAME(s) OR NSN/MMAC

4. CODED DATA: Coded requirements shall be interpreted in accordance with MIL-STD-2073-1.

QUANTITY UNIT PACK WEIGHT UNIT PACK SIZE UNIT PACK CUBE g
aup Ica 10| LENGTH | 10| WIDTH |19| DEPTH || WHOLE CUBE| 1000TH | |
[TEM & . ‘ e
5985-01-199-0846EW 0|0j1/0/0 N B 012]510/0/1]4|5l0l1]4|5]|0|l1!6]5]0 0/0]2|0{0]7|M
5998-01-302-1327EW 0/0{1/0]0 N B 0i0]2(3]|0]1i2]5]|0 813|0/0]4|0]0{0|0|0|2]4]0M
@0—01—399-6861EW 0/0(1]010 N(VI0|0|B|39]/0j0!l1|7]|0|o]2]710]0 110/0{0]0/9|3]|0|0]|0!1]4]5]3M
ORGANIZATION PACKAGING SPECIALIST fTyped Name/Signature) DATE
WR-ALC/LGMTP/63892 JIMMY DEVANE ws A SO 20021009

AFMC FORM 158, 20020102 (EF-V1) VIOUS'EDITION IS OBSOLETE

SEE REVERSE SIDE



-

B * CODE SPI NO. (TP
SPECIAL PACKAGING INSTRUCTIONS | | o aesiie
| SHEET 1 OF =
PART OR DRAWING NO. [INATIONAL STOCK NO. |CURRENT
REV ILL U WILLCDX :
001-007089-11 (0001)|5865-01-345-1134 £V CHK D. SINGLETARY
ITEM NOMENCLATURE ORIGINAL | ENG B, FLEMING
DATE AUTH J. STUCKEY
RECEIVER COUNTER MEASURE 93004
PRESERVATION PACKING  AS SPECIFIED BELOW AND BILL OF MATERIAL
LEVEL A METHOD II-B LEVEL SPEC STYLE TYPE CL VAR GRADE
LEVEL B METHOD I1I-B A PPP-B-601 A B/s A
LEVEL C OMIT P/N's 6 & 8 B  PPP-B-636 RSC CF WR Dw V13C
C SAME AS LEVEL B
IcQ
QUP LEVEL A LEVEL B LEVEL C
CLEANING 1AW MIL-P-116 GROSS CU FT 8. 84 5. 61 5. 61
DRYING 1AW MIL-P-116 GROSS WT LBS 135 118 118
PRESERVATIVE n/A DESIGN FRAG. G'S &0 60 60
MARK ING 1AW MIL-STD-129 LENGTH WIDTH DEPTH
SPECIAL MARKING: CNTNR 1. D. 3t 1/2 15 1/2 17 3/4
A SPI NO. 01-345-1134 CNTNR O. D. 32 1/4 16 1/4 18 1/2
B> REUSABLE CONTAINER ITEM DIM 23 8 12
DO NOT DESTROY ITEM WT LBS 94
C> METHOD II MARKINGS REQUIRED
D> CLASSIFIED ITEM-MARK 1AW
MILoSTho1sa REVISIONS
LTR DESCRIPTION DATE APP

NOTES:

1. CONTAINER CLOSURE, SEALING AND

REINFORCEMENT SHALL BE 1AW APPLIC-

ABLE SPECIFICATION, EXCEPT TOP FLAPS
OF FIBERBOARD SHALL BE CLOSED WITH TAPE IN LIEU OF ADHESIVE

2. REPAIRABLES SHALL BE PACKAGED AS SHOWN HEREDON. LEVEL C/C SHALL APPLY

3. MARK P/N’s 2, 3, 3A, 4, 4A & 5 WITH SPI NUMBER. USE METHODS AND MATERIALS
PRESCRIBED IN MIL-STD-129/130.

4. ARROW INDICATES FLUTE DIRECTIDN ON P/N's 3, 3A, 44, S & 6.
3. USE ADHESIVE P/N 15 TO LAMINATE P/N 3 & 5 TO DESIRED THICKNESS

15/ A/R [ ADHES]VE LAMINAT LON MMM-A-250
14/ A/R | TAPE CONTAINER REINFORCEMENT PPP-T-97 TY. 1V
13/A/R | TAPE CONTAINER CLOSURE 8 SEALING PPP-T-60 TY. II1, CL.1
12] 4 | CUSHIONING TOP S 1/4 X 10 1/8 X 2 MIL-P-26514 TY. 1, CL.2, GR C
& BOTTOM DEN_2. 0 PCF
11/ 4 | CUSHIONING SIDES 12 X 4 1/2 X ? MIL-P-P6514 TY. I, CL.2, GR C.
DEN 2.0 PCF %j
10] 2 | CUSHIONING ENDS 12 X 8 7/8 X 2 MIL-P-26514 TY. 1, CL.2, GR.C. |.°
DEN 2,0 PCF
9] 1 [ BARRIER BAG 26 X 34 1/4 MIL=B-117 TY. I, CL.E, STYLE 1 |&
8] 1 [TEM_WRAP 42 X 36 L-P-378 TY. I, CL. 1, GR. A, FIN 1]°
7] 64 | DESICCANT MIL-D-3464 1Y, 1V
6l 1 TEND PAD 12 X 8 X DV PPP-F-320 CF, DOM_ <3> o
5| 2 [SIDE PADS 26 1/2 X 1 1/8 X 12 |PPP-F-320__ CF, DOM_ <3><{5> n
44| 1 | BOTTOM INSERT 8 X 3 3/4 X TW PPP-F-320 CF, DOM _<3> ©
40 1 | BOTTIOM PAD 26 1/2 X 10 1/2 X _DW PPP-F-320  CF, DOM_ <3> <5 a0
3a] 1 | TOP INSERT 8 X 10 1/2 X TM PPP-F-320 CF, DOM_ <3> L
3l 1 [ TOP_PAD 15 1/2 X 10 1/2 X 3/4 | PPP-F-320 __CF, DOM_ <35<5> =
2l 1 INTERIOR CONTAINER| 26 1/2 X 10 1/2 X 12 3/4 | PPP-B-636__RSC, CF. DOM, DW. N
. D. GR. 500

1 I |EXTERIDR CONTAINER SEF_PACKING

part| oty |NOMENCLATURE 0OR

[ND REQ'D|  DESCRIPTION SI7E MATERTAL SPECIFICATION

DD, %2169 MOD COMPUTER GENERATED

Jan 88




CDDE D SPT NO <TP

SPECTAL PACKAGIN.. INSTRUCTIONS

[TEM NOMENCLATURE
RECEIVER COUNTER MEASURE

°8752 01-345-1134 |

SHEET 2 0OF 2

ONE SHOWN
TYP., OTHER

V)
CENTER PADS Y
ON ALL SURFACES
=
L]
O
w
N
T
©
S

|
COMPUTER GENERATED

DD1 es 2169C MOD



PACKAGING REQUIREMENTS

PR, MiPR, OR DOCUMENT NUMBER
FD2060-02-50051

PAGE 8 ADD-ON NSN

3. INSTRUCTIONS TO CONTRACTING OFFICER: Insert appropriate clause(s)
into Section D for applicable item(s) as indicated below.

1. PACKAGING REQUIREMENTS: Block 1
line item number, item name, NSN/MMAC

QupP
ITEM ID PRES
(#) (X)
4920-01-290-0366EW 1 X

shall always be completed and further defined in Blocks 2, 3, or 4. The term
. part number, or any other way of
Military Preservation (PRES) and Packing (PACK). Military packing consists of levels A, B, and Minimum (M).
substituted by another document if specified in Biock 2
The reverse side of this form has the European Uni

MIL-STD-2073-1

PACK
{A/B/M)

B

. Quantity Per Unit Pack (
on environmental requirements.

COMMERCIAL SPECIAL PACKAGING
ATSM D3951 cap INSTRUCTION
PRES PACK NUMBER

X) X Xy

"Item ID” refers to
identifying a particular item. MIL-STD-2073-1 represents
ASTM D3951 could be
QUP) and Commercial Best Practice (CBP) are abbreviated.

AFMCFARS 5352.247-9005, SHIPPING CONTAINER MARKING. ITEM
NAME(s}OR NSN/MMAC

AFMCFARS 5352.247-3006, MARKING OF WARRANTED ITEMS.
ITEM NAME(s) OR NSN/MMAC

AFMCFARS 5352.247-9007, SPECIFICATION COMMERCIAL
PACKAGING (ASTM D3951). ITEM NAME(s) OR NSN/MMAC

AFMCFARS 5352.247-3008, CONTRACTOR COMMERCIAL
PACKAGING (Commercial Best Practice). ;TEM NAME(s) OR NSN/MMAC

PAGE ONE APPLIES

2. ADDITIONAL PACKAGING AND CONTAINER MARKING REQUIREMENTS (Specify all revisions and dates of required specifications,

AFMCFARS 5352.247-9009, MILITARY PACKAGING AND MARKING.
ITEM NAME(s) OR NSN/MMAC

AFMCFARS 5352.247-9010, ENGINEERED OR SPECIALIZED
CONTAINERS (CDRS}. ITEM NAME(s) OR NSN/MMAC

AFMCFARS 5352.247-9011, PACKAGING AND MARKING OF
HAZARDOUS MATERIAL. ITEM NAME(s) OR NSN/MMAC

AFMCFARS 5352.247-9012, PACKAGING FOR INSPECTION AND
ACCEPTANCE AT DESTINATION. ITEM NAME(s) OR NSN/MMAC

AFMCFARS 5352.247-9013, PACKAGING DATA (Coded and/or Special
Packaging Instructions). ITEM NAME(s) OR NSN/MMAC

4. CODED DATA: Coded requirements shall be interpreted in accordance with MIL-STD-2073-1.

QUANTITY PRES | C | PRES | WRAP | CUSH UNIT | INT g SPEC |UNIT PACK WEIGHT UNIT PACK SIZE UNIT PACK CUBE g
Que ICQ [METH D MTL | MTL |DUNN CONT | CON | "} MKG f,o LENGTH |1g| WIDTH |1o| DEPTH |,o|WHOLE CUBE| 1000TH | |

ITEM
4920-01-290-0366EW 001000511OOXXGFXEDOOBO3000700200018001600003333M

ORGANIZATION

WR-ALC/LGMTP/63892

PACKAGING SPECIALIST (Typed Name/Signature)

//*SIGNED SHEILA MOORE//

DATE

20030401

AFMC FORM 158, 20020102 (EF-V1)

PREVIOUS EDITION IS OBSOLETE

SEE REVERSE SIDE




CONTINUATION PAGE TO AFMC FORM 158

FD2060-02-50051

PRESERVATION, PACKAGING AND PACKING: Preservation, packaging and
packing shall be in accordance with contract AFMC Form 158 and attachments thereto.

a. GOVERNMENT OWNED SHIPPING CONTAINERS: Extreme care shall be
exercised in removing items received in government owned specification and non-
specification containers. Repair or replacement of such containers and blocking/bracing
resulting from damage caused by contractor negligence shall be accomplished by the
contractor at no cost to the government. If assets are received in incorrect containers or
in the event the containers have exceeded their life expectancy the contractor shall
contact the Administrative Contracting Officer (ACO) for authorization to procure new
containers. This should take place before assets are ready to be returned to the
designated activity. The containers should be stored, reused and/or repaired for return of
like items to the government in accordance with contract. Authority for storage and
reuse, repair or non-repair, modification or non-modification or disposal and replacement
shall rest with the Administrative Contracting Officer (ACO) or his authorized
government representative.

b. CONTRACTOR FURNISHED SHIPPING CONTAINERS: Manufacturing or
procurement of containers authorized for replacement by the Administrative Contracting
Officer (ACO) shall be furnished by the contractor IAW the terms set forth in the
contract. Cost reimbursement or material replacement associated with operation shall be

negotiated as part of the contract.




